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© OPERATOR ONLY. NO PASSENGERS
This scooter is designed and constructed as an operator only model. The scating
configuration does not safely permit the carrying of a passenger.
Never exceed the vehicle capacity load as shown on the tire information label,
 ON-ROAD USE ONLY
This scooter is not cquipped with a spark arrester and is designed 1 be used only on
the road. Operation in forest, brush or grass covered arcas may be illegal. Obey local
laws and regulations

@ READ THIS OWNER'S MANUAL CAREFULLY
Pay special attention 10 staements preceded by the following words

Indicates a strong possibility of severe personal injury or loss of Iife if instructions
are not followed.

cAUTION:

Indicates a possibility of personal injury or equipment damage i instructions are not
Jollowed

NOTE:  Gives helpful information.

This manual should be considered  permanent part of the scooter and should re-
main with the scooter when resold.

HONDA NQS50 SPREE, SPREE lowa
OWNER'S MANUAI

All information in this publication is based on the latest product
ime of approval for printing. HONDA MOTOR CO.. LTD rescrve
changes at any time without notice and without incurring an¥ obligation
No part of this publication may be reproduced without written

©Honda Motor Co., Ltd. |

1986



[image: image3.jpg]WELCOME,

Your new scooter presents you with an invitation to adventure and a challenge 1o master the
machine. Your safety depends not only on your own alertness and familiarity with the scooter,
but also the scooter's mechanical condition. A pre-ride inspection before every outing and
regular maintenance are essential

o help meet the challenges safely and enjoy the adventure fully, become thoroughly familiar
with this Owner's Manual BEFORE YOU RIDE THE SCOOTER. Abo, for your own and
your Honda's sake, please read all the written material which came with vour new Honda
These items include

* Honda Owner's Identification Card
* Sct-up and Predelivery Checklist
* Honda Scooter, Distributor's Limited Warranty

Honda Scooter Noise Control Systems, Distributor’s Warranty

When service is required, remember that your authorized Honda scooter dealer knows what it
takes 10 keep your Honda going strong. If you have the required mechanical **know-how
and 1ools, your authorized Honda scooter dealer can supply you with an official Honda
Scooter Shop Manual 10 help you perform many maintenance and repair Lasks,

Pleasant riding and thank you for choosing a Honda!
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* Seooter riding requires special efforts on your part to ensure your safety. Know these re-
quirements before you ride.

SAFE RIDING RULES

( WARNING

WX TRAKSORTIG THS SCO0TER ALWAYS
 ORAN ALL L ROM TiE FIEL TAMK M

CAUTION

. e | Always make o preride impecion o Excesive sped i factor in many
e e (page 23) befors you ride the wcoater accidents. Obey th speed s, and
MRS B0 WEST, | You may prevent an accident or equip- NEVER travel faster than conditions
st dunage, varaas
2. Many accidents involve. inesperenced © Stnal before you ke s orié
iders. Most saics requite 4 speial ange. Your oe and maneuverabil
qualied before sou ide. NEVER knd 5. Dome o avber metorste s you
3 Many automonile sconte! - accdents ing ot entrances andexis,  and
happen besause the sutomobi drer dnenars
docs ot “see” the rder, Make yoursel 6. This machine s designed for 3 maxi
conspicuous to hlp avoid the aceident s speed of 30 mo
T ot your aul The Towa model s designed. for a
WARNING o Wear bright o reflctive cloing maximum of 35 mph. Operation on
0 S% RERATION. 50 NoT © Don'e ride n another motofiss roacs hers the posted speed Imit s
P A TR YL ind spor. Ereater han fhese maximem specds
ME AND ENGINE. 4 4. Obey all federal, state, and local laws is not advisable and requires special
ind egulations. e g Wy
2
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7. Keep both hands on the handiebars and
both feet on the floor boards while
riding.

PROTECTIVE APPAREL

1. Most scooter accident fatalites are due
to head injuries: ALWAYS wear a
helmet. You should also wear a face
shield or goggles as well as boots, gloves
and protective clothing.

2. The exhaust system becomes very hot
during operation, and it_remains hot
after operation. Never touch any part of
the hot exhaust system. Wear clothing
that fully covers your legs.

3. Do not wear loose clothing which could
cateh on the control levers or whels.

MODIFICATIONS

* Modification of the scooter or removil
of original equipment may render the
vehicle unsafe or illegal. Obey all
federal, state and local equipment
regulations.

LOADING AND ACCESSORIES

* A scooter is sensitive 10 changes in
weight distribution. Improper loading of
cargo and mounting of accessories can
impair the scooter’s stability and perfor-
mance. To prevent an accident, use ex-
treme care when mounting accessories
and riding with cargo.

These general guidelines may help you

decide whether or how 1o equip your

scooter, and how (o load it safely.

‘The vehicle load limit is 180 Ibs (82 kg).

The combined weight of the rider, and

cargo must not exceed this limit.

1. Do not exceed the following weight
Limits for the luggage rack.

Overloading the lugsage rack will ad-
versely affect stability and handling.

Front Rear (Carrier)
7o 3 ko) 111bs 5 k)

2. Keep cargo weight low and close 1o the
center of the scooter. As weight is
Tocated farther from the scooter's center
of gravity, handling is proportionally af-
fected.

3. All cargo and accessories must be secure
for stable handling. Recheck security
frequently

4. Do not cary items that  protrude
through the rack or block the taillight

5. Do not carry children or pets on the lug
gage rack.

6. Do not install another fairing or modify
the existing one.

Im-H000®
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(6) Oillevel wamning lamp ~~(7) Specdometer

(9) Rearview: mirror

o

(5) Rear brake lock lever ——
4) Rear brake lever ———

(8) Fuel gauge

(9) Reanvew mirror

) Front brake

Theottie rip

(3) Headight dimmer svitch —
(@) Tum signal switch

(1) Horn button —

(1) Helmet holder

@) Center stand
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PARTS FUNCTION
Instruments and Tndicators

The indicators are grouped between the
handiebars.

“Their functions are described in the table on

the following page
SA model

Odometer reads i miles.
Odometer reads in kilometers.

(1) Speedometer
@ Odometer

@) Fuel gauge

(9 Ol level warning indicator
(9 Tum signal indicator

6) High beam indicator
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Fuel Gauge

The fuel gauge shows the approximate
fuel supply available. At F (Full) there
are 2.5 liters (0.66 US. gal., 0.55 Imp.
gal), including the reserve supply.
p enters the red band
ITbe low and vou should refil the
soon as possible. The amount of
fucl left in the tank when the needle
enters the red band is approximately 0.

liters (0.13 U.S. gal., 0.1 Imp. gal.).

2 Red hand

1) Fu gause

il Level Warning Light
The oil level warning indicator lights when
the 2-stroke engine oillevel is below ap.
proximately 0.2 liter (0.21 U.S. qt., 0.18
Imp. qt.).

Uf the warning light comes on while
riding, stop riding and shut the engine
off. Fill the oil tank immediately 10 the
UPPER LEVEL mark with the recom.
mended oil (see page 15). Do not ride
if the o level is low.

(1) Oillevel warning light

il
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BRAKES

Adjustment
T- Measure the distance the front brake
lever (1) and the rear brake lever (2)
move before the brake starts to_lake
hold. Free play should be 10—20mm
(/83/4 in) ai the tip of the brake
levers.
Make free play adjusiments by turning
the adjusting nut (3) at the brake arm.

10-20r
2P olln
10-20mm =
(3/8-3/4in) =

(1) Front brake lever

brake lever

12

Make sure the cut-out on the adjusting
nut is seated on the brake arm pin (4)
after making the final free play adjust-

3. Apply the brake several times and check
for free wheel rotation when relcased

NOTE.

« 1f proper adjusiment cannot be obtained
by this method, sce your authorized
Honda scooter dealer.

(Fron) (Rear)
3 Adjusing nut (A) Increase
@ Am pin (8) Decrease

FUEL
Fuel Tank

Fuel tank capacity is 2.5€ 0.6 U.S. gl
055 Imp. gal). Unlock and kift up the
scat, then remove the fuel cap by turning
it counterclockwise

Automotive ggsoline with 3 pump octane
number (%3 M) of 8 or higher, o & re
search octane number of 91 or higher,
may be used.

If “knacking" or “pinging” o
different brand of gasaline or high
octane grade.

0 Fuet cap

cauTioN:

* Should knocking or pinging persist

while holding a steady speed on a level
road, try changing brands of gasoline.
I Knocking or pinging stil persits
consult your Honda dealer.

Install the fuel tank cap by turning it
clockwise

[ & wamano]

* Gasoline is extremely flammabe and is
explosive under certain conditions.
Refuel in a well-ventilated area with the
engine stopped. Do not smoke or allow
flames o sparks In the area where the
Scooter is refueled or where gasoline is
Stored.

* Do not overfillthe tank (there should be
10 fuel in the filler neck). After reful-
ing, make sure the fuel cap is closed
securely.

13
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If you decide to use a gasoline containing
alcohol (“gasohol”), be sure its octanc
rating is at least as high as that recom-
mended. There are two types of “gaso-
hol”™ that containing ethanol, and that
containing methanol. Do not use gasohol
that contains more than 10% cthanol. Do
not use gasoline containing methanol
(methyl or wood slcohol) that does not
also contain cosolvents and corrosion in-
hibitors for methanol. Never use gasoline
containing more than 5% methanol, even
i it has cosolvents and corrosion inhibi-
tors.
NOTE
* Fuel system damage of vehicle perfor-
‘mance problems resulting from the use
of such fuels is not covered under new
Scooter Warranties. Honda cannot en-
dorse the use of fuels containing
methanol since evidence of their suit
ability is as yet incomplete.

1

Before purchasing fuel from an un
familiar station, try to confirm wheth-
er the fuel contains aleohol, and to
what percentage. If you notice any
undesirable operating symptoms after
using a gasoline (hat contains alcohol;
or one that you think contains alco-
hol, switch Lo a higher octane gasoling
as recommended.

ENGENE UL

Oil Level

If the oil level indicator lights when the
ignition switch s turned 1o the ON posi-
tion, there is insufficient oil in the oil
fank; stop the engine end fill the oil tank,
To fill, ift the scat, remove the cap from
the ol tank, and fill with the recommend-
ed oil up to'the UPPER LEVEL mark (2),
Capacity:

0.60(0.63US. qt.,0.53 Imp. at.)

K cap (2) UPPER LEVEL mark

Oil Recommendation

USF HONDA 2 STROKE OIL OR ITS
EQUIVALENT

caution
* The use of improper oils may cause
excessive andjor premature carbon
build up nd exhaust

wer and
nage.  Genuine

the engine

possible  engine

Honda 2-Stroke OIl has heen specifi
cally designed and tested in Honda
scooters and is a proper il

I the engine has run afier the
dicator light has comeon, check ih
from the il tank 10 the oil punp.
Ifai s pres

this tube. do not start
the engine. The scooter must be taken to

an wurhorized Honda scooter de

imspection and bleeding ol
Failure 10 d
engine dan

NOTE

When filling, do not let dirt o other forcign

materials enter the tank

15
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TIRES

Proper air presure will provide maximum
traction, stabiliy, riding comfort and tirc
life.

Check tire pressures frequently and adjust

if mecessary (see page 2).

NOTE

* Tire pressure should be checked when
the tires are *“cold"", before you ride.

Check the tires for cuts, imbedded nails, or

other sharp objects. Sec your authorized

Honda scooter dealer for replacement of

damaged tires or punctured inner tubes.

16

* Improper tire infation will cause abror-
mal read wear and ereate a safety
hacard. Underinflation may result in the
tire slipping on, or coming off of the

* Operation with excessively worn ires is
hazardous and will adversely affect trac-

tion and handling.

Do not attemp 10 parch a damaged iire

or inner tube. Wheel balance and tire

reliability may be impaired.

* Replace ires before (read depth at the
center of the tires reaches the following
lmic:

Minimum tread depth

0.8 mm (1/32 in)

BATTERY

It is not necessary to check battery clec-
trolyte level or add distilled water as the
battery is a sealed type. If any loss of
electrolyte is experienced or if your bal-
tery seems to be weak, causing slow start-
ing or other electrical troubles, sec your
authorized Honda dealer.

cAuTION:
* Do not attempt 10 remove the caps
from the cells.

When the scooter is to be stored for an
extended period of time, remove the
battery from the scooter and charge it
Jully. Then store it in a cool, dry
place. If the battery is 10 be left in the
scooter, disconnect the negative cable
from the battery terminal.

« Eventhough the battery is sealed, it
still vents explosive gases. Do not aliow
‘open flame or sparks near the batrery.

17
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COMPONENTS
IGNITION SWITCH
The jgnition switch (

below the steering stem.

1) is on the right side

(1) tenition switeh

Koy Posiion Fancion Koy Reman
[ iore | Toe meins mecksd Tmontioid | hiyiamtbormmond
(Steering lock) lights cannot be operated. L
oN Taillight will be on and other Lights can
Nore -,
T hesagn an isrument b
e

RIGHT HANDLEBAR CONTROLS
‘Engine Stop Switch
The three position engine stop switch (1)
is next to the throltle grip. When the
switch is in the RUN position, the engine
will operate. When the switch is in the
OFF position the engine will not operate.
This switch is intended primarily s 3
safety or emergency switch and should
nommally remain in the RUN position.
NOTE
* If your scooter is stopped with the
ignition switch ON and the engine stop
switch OFF, the tailight will still be
on, resulting in battery discharge,

Starter Button

The starter button (2) is below the engine
stop switch (1),

When the starter button is pressed, the
starter motor cranks the engine. See page
24 for the starting procedure.

(1) Engine stop switch
) Starter button

19



[image: image14.jpg]LEFT HANDLEBAR CONTROLS

The three controls next to the left handlebar
erip are

Headlight Dimmer Switch (1)

Select HI for high beam, LO for low beam
Turn Signal Switch (2)

Move 10 L 10 signal a eft turn, R 10 signal a
right turn. Return 10 the center (0ff) posi
tion upon completing the turn

Horn Button (3)
Press the button to sound the horn.

20

1) Headiight dimmer switch

sgnal switch
3 Horn burt

FEATURES (Not required for
operation)

STEERING LOCK

To lock the steering, turn the handlebars all
he way 1o the lefi, and turn the key (1) to
LOCK. Remove the key

[ & varuns]

* Do not wm the key 10 LOCK while
riding the scooter.

(1) Taniton key () Tum t0 LOCK

SEATLOCK

The seat lock (1) is on the left side below the
seat.
To lft the seat, insert

ignition key (2)

and uen it clockwise 10 unlock

To lock the seat, lower and push down on it
until it locks. Make sure the seat is secure
before riding.

(1) Seat lock
@) tgnition key 21
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The helmet holder (1) eliminates the need

ing your helmet after parking

1. Insert_the gnition key into the seat
lock, and turn it clockwise to unlock.

2. Hang your helmet on the hook at the
scat hinge.

3. Lower the seat to lock.

for ca

(1) Telmet holder

2

helmet, unlock the sear. Lift
e holder and lower the
is securely lacked

The helmet holder s designed for hel-
met security while the scooter is park-
ed. Do not operate the scoorer with a
helmet attached 10 the holder.

OPERATION
PRE-RIDE INSPECTION

[ & wsrninc]

* If the Pre-ride Inspection is not per-
Jormed, serious damage or an accident
may result.

Inspect your scooter cvery day before

you ride it. The items listed here will only

take a few minutes to check and, in the
long run, -can save time, cxpense, and
possibly your life.

1. Ol level-check the level and if necessary

add oil (page 15).

Fuel levelfill the fuel tank when

necessary (page 13). Check for leaks

Front and rear brakes-check operation

and if necessary, adjust free play (page

12)

4 Tires: check condition and pressure
(pase 16).

5. Throttle-check for smoath opening and
closing in al sieering positions,

6. Lights and horn- check that the
headlight, tail/stoplight, turn signals, i
dicators and horn function properly
Engine stop switch-check for proper
function (page 19).

Correct any discrepancy before you ride.
Contact your authorized Honda scooter
dealer for assistance if you cannot corre
the problem.

2



[image: image16.jpg]STARTING THE ENGINE

The SPREE has an automatic fuel valve
and choke; there is no manual operation.

1. Place the scooter on its center stand.

2. Lock the rear wheel by squeezing the
rear brake lover and setting the lock
lever (1).

7

1) Lock lever
2

NOTE:
The electric starter will only work when
the rear brake lever (2) is operated.

= The rear wheel will spin if not restrain-
ed by the brake or contact with the
ground. Accidental contact with the
Spinning rear wheel could cause per-
Sonal injury.

3. Make sue that the engine stop switch
isat RUN. e 3

Tum the ignition switch (3) to ON.

* Never run the engine in a closed area,
The exhaust contains poisonous carbon
monoxide gas.

(2) Roar brake lever

@) tgniton switch

4. With the throttle closed, push the
starter button (4). Release the starter
button as soon as the engine starts,

NOTE

Do not use the electric starter for more than

S seconds at a time. Release the starter but.

ton for approximately 10 seconds beforc
pressing it again

CLOSED

DTN
|

(&) Strter button
2




